COMT

PRODUCT DATA SHEET - GMT CAST-IRON & GRANITE BENCH CENTRES - CCC

HORIZONTAL BENCH CENTRES

Light duty CCC, Cast-Iron Base with Fabricated Stand.

Heavy duty CCC, Cast-Iron Base with Fabricated Stand.

Special Light duty CCC, Camel Back Cast-Iron Base (Fabricated Stand —
Optional).

Light duty CCC, Granite Surface Plate with one T-slot and Fabricated Stand.
e Heavy duty CCC, Granite Surface Plate with one T-slot and Fabricated Stand.

VERTICAL BENCH CENTRES

CCC, Cast-Iron Base and column with Fabricated Stand.
CCC, Granite Surface Plate and cast-iron column with Fabricated Stand.

Features of CCC and Cast-Iron Base

The base is made of close-grained cast-iron, heavily ribbed and stress
relieved.

The checking centres consist of head stock and tail stock.
Head stock spindle is of Nickel-Chromium Steel, case hardened and ground.
The ground centres are of tool steel.

Optional Accessories for Cast Iron

e Carbide Tipped Dead Centres, recommended according to customer application.
e Cupboard type stand.

e Anti-vibration mounts.

e Rexine cover

Features of CCC with Granite Base

e GMT Granite base will have low co-efficient of expansion.

e Low cost and large space of usage.

e The head stock spindle is of Nickel-Chromium Steel, case hardened and
ground.

e Finer accuracy of T-slots can be as several T-Slots can be inserted and
bonded together to achieve the required accuracy. (Note: In cast-iron, the
T-Slot has to be machined into the base, and its accuracy is process
dependent.

e Granite does not rust or develop burrs, is easy to clean, low cost, and is
more
stable with temperature change.

Optional Accessories for Granite

e Carbide Tipped Centre.
e Test Mandrels.
e Cupboard Type Stand, Rexine Cover.
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LIGHT DUTY CCC WITH GRANITE SURFACE PLATE & ONE T-SLOT & STAND

ACCURACY AS PER IS: 5980 — 1978
H Flatness of Graqlte Parallelism of Axis Co-axiality of
(mm) Surface FliNe With of Centers with base Centers
One T-slot

125 As per 0.010mm/300mm Leaning

150 IS: 7327-2003 towards the free end of 0.010mm/300mm

175 the mandrel

SPECIFICATIONS

H E L w P T \"A CCC NO. PRODUCT NO
500 800 500 150 90 256 01-04-801-00
700 1000 630 200 150 316 01-04-802-00

125 700 | 1000 ] 1000 [ 200] 150 316 MT-3 01-04-803-00
900 | 1200 800 | 200 | 150 | 316 | 13-08-00-00 01-04-804-00
1300 1600 1000 200 200 366 01-04-805-00
1700 2000 1000 200 250 416 01-04-806-00
500 800 500 150 90 280 01-04-807-00
700 1000 630 200 150 340 MT-3 01-04-808-00

150 700 1000 1000 200 150 340 13-09-00-00 01-04-809-00
900 1200 800 200 150 340 01-04-810-00
1300 1600 1000 200 200 390 01-04-811-00
1700 2000 1000 200 250 440 01-04-812-00
500 800 500 150 90 305 01-04-813-00
700 1000 630 200 150 365 01-04-814-00

175 700 1000 1000 200 150 365 MT-3 01-04-815-00
900 1200 800 200 150 365 13-12-00-00 01-04-816-00
1300 1600 1000 200 200 415 01-04-817-00
1700 2000 1000 200 250 465 01-04-818-00

Note: Unless mentioned otherwise all dimensions are in mm. Maximum Load 15 kg.
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HEAVY DUTY CCC WITH GRANITE SURFACE PLATE & ONE T-SLOT & STAND

ACCURACY AS PER IS: 5980 — 1978

H Flatness of Graqlte Parallelism of Axis Co-axiality of

(mm) Surface Platg’ yiCh of Centers with base Centers
One T-Slot

150 0.010mm/300mm Leaning towards 0.010mm/300mm

200 As per the free end of the mandrel 0.010mm/300mm

250 IS 7327:2003 0.015mm/300mm 0.015mm/300mm

300 0.015mm/300mm 0.015mm/300mm

SPECIFICATIONS
H E L W P T \ CCC MODEL PRODUCT NO
NO.

350 800 500 150 90 290 01-04-819-00

550 1000 630 200 150 350 01-04-820-00

150 550 1000 1000 200 150 350 MT-3 01-04-821-00

750 | 1200 800 | 200 150 350 | 13-01-00-00 01-04-822-00

1150 1600 1000 200 200 400 01-04-823-00

1550 2000 1000 200 250 450 01-04-824-00

350 800 500 150 90 340 01-04-825-00

550 1000 630 200 150 400 01-04-826-00

200 550 1000 1000 200 150 400 MT-3 01-04-827-00

750 1200 800 200 150 400 | 13-04-00-00 01-04-828-00

1150 1600 1000 200 200 450 01-04-829-00

1550 2000 1000 200 250 500 01-04-830-00

350 800 500 150 90 390 01-04-831-00

550 1000 630 200 150 450 01-04-832-00

550 1000 1000 200 150 450 MT-3 01-04-833-00

250 750 1200 800 200 150 450 | 13-03-00-00 01-04-834-00

1150 1600 1000 200 200 500 01-04-835-00

1550 2000 1000 200 250 550 01-04-836-00

450 1200 800 200 150 510 MT-3 01-04-837-00

309 850 | 1600 | 1000 200] 200 560 | t3792-09-00 01-04-838-00

1250 2000 1000 200 250 610 | 13-06-00-00 01-04-839-00

Note: Unless mentioned otherwise all dimensions are in mm. Maximum Load 50 kg.
(Note: This requires an MT4 taper, See “*” in the table above, under CCC Model
No.)
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LIGHT DUTY CCC WITH CAST-IRON BASE & STAND

ACCURACY AS PER IS: 5980 — 1978

H Flatness of Parallelism of Axis Co-axiality of
(mm) Cast-Iron Base of Centers with base Centers
125 As per 0.010mm/300mm Leaning
150 IS: 2285-2003 towards the free end 0.010mm/300mm
175 of the mandrel

SPECIFICATIONS

H E L S \' CCC NO. PRODUCT NO
450 700 01-01-150-00

700 1000 01-01-151-00

125 950 1250 | 350 291 MT-3 01-01-152-00
1200 1500 13-08-00-00 01-01-153-00

1450 1750 01-01-154-00

1700 2000 01-01-155-00

450 750 01-01-156-00

700 1000 MT-3 01-01-157-00

150 950 1250 | 350 315 13-09-00-00 01-01-158-00
1200 1500 01-01-159-00

1450 1750 01-01-160-00

1700 2000 01-01-161-00

450 750 01-01-162-00

700 1000 01-01-163-00

175 950 1250 350 340 MT-3 01-01-164-00
1200 1500 13-12-00-00 01-01-165-00

1450 1750 01-01-166-00

1700 2000 01-01-167-00

Note: Unless mentioned otherwise all dimensions are in mm. Maximum Load 15 kg.
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HEAVY DUTY CCC WITH CAST-IRON BASE & STAND

ACCURACY AS PER IS: 5980 — 1978

H Flatness of Parallelism of Axis Co-axiality of
(mm) Cast-Iron Base of Centers with base Centers
150 0.010mm/300mm Leaning towards 0.010mm/300mm
200 As per the free end of the mandrel 0.010mm/300mm
250 IS 2285:2003 0.015mm/300mm 0.015mm/300mm
300 0.015mm/300mm 0.015mm/300mm

SPECIFICATIONS
H E L S v CCC NO. PRODUCT NO
300 750 01-01-144-00
500 1000 01-01-122-00
750 1250 MT-3 01-01-123-00
150 1000 1500 3% 325 13-01-00-00 01-01-116-00
1250 1750 01-01-117-00
1500 2000 01-01-118-00
300 750 01-01-125-00
500 1000 01-01-146-00
750 1250 MT-3 01-01-126-00
200 1000 1500 3% B 13-04-00-00 01-01-127-00
1250 1750 01-01-128-00
1500 2000 01-01-129-00
300 750 01-01-147-00
500 1000 01-01-130-00
750 1250 MT-3 01-01-131-00
250 1000 1500 3% 425 13-03-00-00 01-01-132-00
1250 1750 01-01-133-00
1500 2000 01-01-134-00
500 1250 01-01-135-00
750 1500 13_£gfg%_00 01-01-136-00
300 1000 1750 350 485 *MT—4 01-01-137-00
1250 2000 13-06-00-00 01-01-138-00
1500 2250 01-01-119-01

Note: Unless mentioned otherwise all dimensions are in mm. Maximum Load 50 kg.
(Note: This requires an MT4 taper, See “*” in the table above, under CCC Model No.)
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SPECIAL LIGHT DUTY CCC WITH CAMEL BACK BASE
Maximum Load 15 kg

ACCURACY AS PER 1IS:

5980 — 1978

H Flatness of Parallelism of Axes Co-axiality of
(mm) Cast-Iron Base of centers with base Centers
1;3 As per t0.0lgmméﬁOO?m Leanéngf

owards e free end o
175 IS: 2285-2003 the mandrel 0.010mm/300mm
SPECIFICATIONS
H E L S \' CCC NO. PRODUCT NO
300 600 01-01-168-00
125 500 goo | 200 256 MT-3 01-01-169-00
700 | 1000 13-07-00-00 01-01-170-00
300 600 01-01-171-00
150 500 800 200 280 MT-3 01-01-172-00
700 1000 13-10-00-00 01-01-173-00
300 600 01-01-174-00
175 500 800 200 305 MT-3 01-01-175-00
700 1000 13-11-00-00 01-01-176-00

Note: Unless mentioned otherwise all dimensions are in mm. Maximum Load 15 kg

Data Sheet: Cast-Iron and Granite Bench Centres
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HEAVY DUTY CCC WITH CAST-IRON BASE & FABRICATED STAND

LIGHT DUTY CCC WITH CAST-IRON BASE & FABRICATED STAND
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SPECIAL LIGHT DUTY CCC WITH CAMELBACK CAST IRON BASE

VERTICAL BENCH CENTER VERTICAL BENCH CENTRE
With Cast-Iron Base, CCC with Granite Surface Plate, CCC
Column & Fabricated Stand Column & Fabricated Stand

Note: Max load for both granite and cast-iron Vertical bench centres is 25 kg.
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HEAVY DUTY CCC WITH GRANITE SURFACE PLATE & ONE T-SLOT & STAND

Note: Bench centres Customized sizes or higher loads higher than specified in
this document can be supplied upon customer request.

Due to constant development, we reserve the right to depart from these
specifications. Photos are typical and representative of the product range. All
images copyright Guindy Machine Tools Ltd.

GUINDY MACHINE TOOLS LIMITED - METROLOGY DIVISION
104/2, SIPCOT INDUSTRIAL COMPLEX, PHASE-l, HOSUR 635 126, TAMILNADU, INDIA
E-mail: gmtmetrology@gmt.co.in  Tel: +91 - 4344 - 275755 Web.: http://www.gmt.co.in

Data Sheet: Cast-Iron and Granite Bench Centres 18-07-2022 Pagegofg



