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Standard Special Application

GMT DEAD LENGTH COLLET CHUCK : Designed to eliminate part
pullback, GMT Collet Chucks have tapered sleeve that pushes
forward over a collet to compress it, resulting in precise z-axis
positioning. Units are balanced for high speed operation.

GMT Collet chucks are offered gripping capacities from 10mm to
63mm diameter. GMT Dead Length Collet chucks are actuated by
the draw tube moving forward away from the machine spindle.

FEATURES:
Actuated by rotary cylinder
Allcomponents are hardened and precision ground

Permissible run out accuracy as per DIN 6386

Fixed forlength operation applications
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® Compactdesign
[

® |nterchangable with GMT power chucks
[

Usedin CNC lathes

GMT collet chucks are ideal for high production for bar feeding. A
range of five sizes:26mm, 36mm, 42mm, 60mm and 80mm is
available which can be used both with multi-bore and spring collets.

We also manufacture special application collet chucks. Contact us
for more information.
Special application collet chuck for valve industries
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All dimension are in mm

DIMENSIONAL SPECIFICATIONS

Model 61-29 61-26 61-44 61-31 61-32
Size @ 26 36 42 60 80
AQ 135 135 150 160 280
BO 95 120 125 138 170
C 117 172 143 160 167
D 10 10 6 16 10
E OH6 120 120 100 110 185
F PCD 104.8 104.8 125 133.4 235
GO 42 60 65 80 120
H M34X15 | M48x15 | M55x1.5 | M70x 1.5 M110x 2
H1 3 x M10 3 xM10 3 xM10 3xMi12 3 x M20
J 30 25 32 33 25
J1 19 19 19 27 46
K max -13.5 21 -2 2 18
K min 7/ 24.5 5 6 2515

TECHNICAL SPECIFICATIONS

Model 61-29 61-26 61-44 61-31 61-32
Size @ 26 36 42 60 80
Puller Stroke mm 6.5 3.5 7 4 7.5

Max.Draw bar pull Kgf 1800 2300 2550 3000 5500
Max.Gripping force Kgf 4000 4200 4750 6000 11000

Max.Speed RPM 6300 6300 6300 6000 5600
Max.Weight(approx) Kgs 6 115 115 15 23

All specifications subject to change. We reserve the right to change product specifications as part of product improvement
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All dimension are in mm

DIMENSIONAL SPECIFICATIONS

Model 61-29 61-26 61-30 61-31 61-32
Size @ 26 36 42 60 80
Spindle Nose A25 A25 A2 6 A26 A28
AQ 135 135 160 160 210
BO 95 120 125 138 170
C 122 172 173 160 167
D 15 15 10 16 18
EQ 82.563 82.563 106.375 106.375 139.719
F PCD 104.8 104.8 133.4 133.4 171.4
GO 42 60 70 80 120
H M34X15 | M48x1.5 | M54x15 | M70x 1.5 M110 x 2
HA1 3xM10 3 xM10 3xMi12 3xM12 3xM16
J 30 25 32 33 25
J1 14 19 24.5 27 24
K max -8.5 21 28 6 18
K min -2 24.5 35 2 25.5
Model 61-29 61-26 61-44 61-31 61-32
Size @ 26 36 42 60 80
Puller Stroke mm 6.5 3.5 7 4 7.5
Max.Draw bar pull Kgf 1800 2300 2550 3000 5500
Max.Gripping force Kgf 4000 4200 4750 6000 11000
Max.Speed RPM 6300 6300 6300 6000 5600
Max.Weight(approx) Kgs 6 115 115 15 23

All specifications subject to change. We reserve the right to change product specifications as part of product improvement
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